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STATE LAW REQUIRES ALL CORNERS TO BE TAGGED WITH A
SURVEYOR'S OR CIVIL ENGINEER’S NUMBER.

REGULAR SHAPED SUBDIVISIONS SHALL HAVE EXTERIOR CORNERS
MARKED WITH DURABLE MONUMENTS. IRREGULAR SHAPED
SUBDIVISIONS SHALL HAVE ALL EXTERIOR ANGLES AND CURVE
POINTS MARKED WITH DURABLE MONUMENTS, OR REFERENCED TO
AN ADJACENT BLOCK OR LOT CORNER, WHICH IS ALSO MARKED
WITH A DURABLE MONUMENT. CONCRETE FOR THE DURABLE
MONUMENT SHALL BE CAST IN PLACE.

BLOCK CORNERS, UNLESS OTHERWISE MARKED WITH A DURABLE
MONUMENT, SHALL BE MARKED WITH A SEMI-DURABLE MONUMENT.

ALL LOT CORNERS, ANGLE POINTS, BEGINNING OF CURVES
AND THE END OF CURVES SHALL BE MARKED WITH A
SEMI-DURABLE MONUMENT.

A DEVIATION FROM SETTING STANDARD SEMI-DURABLE AND
DURABLE MONUMENTS WILL BE CONSIDERED UPON A WRITTEN
REQUEST CITING THE CIRCUMSTANCES FOR THE DEVIATION.
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